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Description Value [US%pm] M [%}g
General information:
Product name: 40 SQF-3
Product No.: 98994951
EAN: 5712604877463
Technical:
Stages: 3 304
Approvals on motor nameplate: CE,RCM,EAC
Approvals on pump nameplate: CE,EAC 754 3
Pump Number: 98994939 704 33
valve: 5;{\1/15 with built-in non-return 65 il
Materials: 60
Pump: Stainless steel 66
DIN W.-Nr. 1.4301 1
AIS| 304 50 - 100
Impeller: Stainless steel
45 4 82 ft 90
DIN W.-Nr. 1.4301
AlSI 304 40 80
Rotor: Stainless steel 35 L 70
DIN W.-Nr. 1.4301
AIS| 304 30 60
Stator: Stainless steel / EPDM 254 50
DIN W.-Nr. 1.4301
AlS| 304 201 M40
Installation: 15 30
Maximum ambient pressure: 217.56 psi 104 20
Pump outlet: 2" NPT
Minimum borehole diameter: 4.021in 5 10
Liquid: 0 I I I I I I I
Pumped quuid; Water 0 0.2 0.4 0.6 0.8 1.0 1.2 P1[kw]
Maximum liquid temperature: 104 °F
Selected liquid temperature: 68 °F
Density: 62.29 Ib/ft3
Electrical data:
Motor type: MSF3
Power input - P1: 1.4 kW
Rated voltage AC: 1x90-240V
Rated voltage DC: 30-300 V
Rated current: 8.4 A
Power factor: 1.0
Rated speed: 3600 rpm
Start. method: direct-on-line
Enclosure class (IEC 34-5): IP68
Insulation class (IEC 85): F
Motor protection: Y
Thermal protec: internal
Length of cable: 6.56 ft
Motor Number: 98163731
Udc: 300V
30V
Others:
Minimum efficiency index, MEI
>
Net weight: 243 1b
Gross weight: 27.61b
Shipping volume: 1ft3
Sales region: North America

Printed from Grundfos Product Center [2019.03.001]



https://product-selection.grundfos.com/product-detail.html?productnumber=98994951&freq=60&lang=USA



